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V1.0 Sketch only 04/03/20235
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Interface Per: MIL-STD-348, IEC 60169-16 é
N o )
Material & Finishing: O O i
1. Center condutor: Brass, Silver Plating N\ / ||
2. Insulators: PTFE
3. Body : Brass, Ternary alloy Plating 18.25
25.4
Electrical Data:
1. Impedance: 50 Ohms
2. Frequency: 0~6GHz
3. VSWR: £1.12 @ 900MHz,
<1 15% 1800Maz Label Content:
<1.2 @ 3000MHz,
<1.35 @ 6000MHz IISZI:’[OE(I):' 5.04.250
, < ’ : 3.04.
4. Insertion loss: ;8 '8235 g ?ggmﬁz Part Name: N JACK FLANGE-MOUNTED CONNECTOR
e ’ QTY: 1PC
< ’
;8'?2%8@@6888%'22 Date: WW/YY (Week/year)
5. Dielectric Withstanding voltage:1000V Min
6. Voltage Rating : 500V Max Unies ohenvie specied] — Material: | See Notes | Weight g
7. No radial movement is permittet between x %015 Finish: See Notes | Scale 25:1 @ - —
inner-and outer contact (Torque:>3Ncm) o Unit mm Page 01 I'Enoqr
Angle: +2° REV. V1.0 p/n 01 DWG NO. 3.04.0290
Package : 1 PC per bag Drawn o Projection|-==} 4 |Cust P/N. TBD
DATA:
Laser Mark: LenoRF :;‘;f()kvejd - N JACK FLANGE-MOUNTED CONNECTOR
A | B C I D E I F
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